INSTITUTE OF ADVANCED STUDY IN SCIENCE AND TECHNOLOGY
AN AUTONOMOUS INSTITUTE UNDER DEPARTMENT
OF SCIENCE AND TECHNOLOGY (GOVT. OF INDIA)
Vigyan path, Paschim Boragaon, Garchuk,
Guwabhati — 781 035, India.

Notice Inviting Tender

Advt. No.: 517 Date: 18.10.2024

Sealed Tender are invited from the empaneled contractor of Institute of Advanced Study in
Science and Technology, Paschim Boragaon, Guwahati-781035, for the following works -

SI. No. Name of Work Estimate Amount Location

1 Work of fixing of Mosquito Net | Rs1,21,858.00 Qtr. No. A-101
and painting of Academic Staff
Qtr No.A-101 of Mr. Sachin C.
Narwadiya

The Tender will be received in the office the Registrar of IASST up to 28.10.2024 on 3.00 pm. The
tendered price must be valid for three months 90(days)from the date of acceptance of the tender and no
change/ alteration in the tender price is admissible during the period. The Tender price shall be firmed
and inclusive of all taxes. Details of tenders / terms & conditions can be downloaded from the website
of the Institute www.iasst.gov.in

If the bidder intend to quote GST separately (%) of GST shall be specified included in the
tender. All other terms and conditions will be as per GCC CPWD-2021 and its subsequent revised

editions.

The authority possesses the right to cancel any tender without showing reason thereof.

Encl...... SOR 1

Registrar, IASST



Summary of SOR for fixing of Mosquito Net and painting of Academic Staff Qtr No.A-101 of
Mr. Sachin C. Narwadiya

A Total Estimate Value Rs.1,21,858.00
( GST Included )

B Overall % above (+)or below (-)or At par

C Total (A+B)

D GST Included

E Grand Total (C) + (D)







Painting work of A-101 of Academic qtrs .

Abstract of Cost

Item No.

Description of item Qnty

Unit

Rate (Rs)

Amount (Rs)

1/13.85

Apply one coat of cement
primer of approved brand and
manufacture on plastered
surface.

346.61

sqm

73.95

25631.74

2/13.8

Providing and applying white
cement based putty of average
thickness 1 mm, of approved
brand and manufacturer, over 171.29
the plastered wall surface to
prepare the surface even and
smooth complete. sqgm

sqm

156.05

26730.43

3/13.83.2

Wall painting with acrylic
emulsion paint, having VOC
(Volatile Organic Compound )
content less than 50 grams/
litre, of approved brand and 346.609
manufacture, including applying
additional coats wherever
required, to achieve even shade
and colour.

sqm

142.8

49495.77

Miscelenious work like
mosqueto net fitting and 1
senitary items etc

20000

20000.00

Total

121857.93
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