INSTITUTE OF ADVANCED STUDY IN SCIENCE AND TECHNOLOGY
AN AUTONOMOUS INSTITUTE UNDER DEPARTMENT
OF SCIENCE AND TECHNOLOGY (GOVT. OF INDIA)
Vigyan path, Paschim Boragaon, Garchuk,
Guwahati — 35

Notice Inviting Tender

Advt. No.611 Date:22.10.2026

Sealed Tender are invited from the empanelled contractor of Institute of Advanced
Study in Science and Technology, Paschim Boragaon, Guwahati-781035, for the following
works -

Sl Name of Work Estimate Amount Location
No.
1 Making Transparent glass partition Rs6,99,140.00 Admin Building
with wooden frame at admin
section
2 Renovation work for dormitory Rs 98,107.45 ESSQ

of ESSQ to accommodate four to
six nos. lady security guard of new
girls hostel

Rs7,97,247.45

The Tender will be received in the office the Registrar of IASST up to 05-11-2026 at 3:00 pm
and opened at 4:00 pm. The tendered price must be valid for one month from the date of
acceptance of the tender and no change/ alteration in the tender price is admissible during the
period. The Tender price shall be firmed and inclusive of all taxes. Details of tenders / terms &
conditions can be downloaded from the website of the Institute www.iasst.gov.in

If GST is not included in the quoted price the percentage (%) rate of GST shall be
specified in the tender. All other terms and conditions will be as per GCC CPWD-2021 and its
subsequent revised editions.

The authority possesses the right to cancel any tender without showing reason thereof.
Encl...... SOR 1

Registrar, IASST


http://www.iasst.gov.in/

Summary of SOR :

SOR for work "(i) Making Transparent glass partition with wooden frame at admin section
& (ii) Renovation work for dormitory of ESSQ to accommodate four to six nos. lady
security guard of new girls hostel.

A Total Estimate Value Rs7,97,247.45
B Overall @ above or below oratpar | ----------------
C Total (A+B) | e

D GST Included
E Grand Total (C)+ (D) |  =eemmeememee-
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Providing and making door height wooden

Name of Work: partition with mica pasting at Admin
section.
Item No -|Description of item Qnty Unit Rate [Amount
A
Providing and fixing in position of partly glazed door height
partition with framing shall consist of heavy duty wood
work (50 mm x50mm )wal thickness .The framing shall be
1 finished with 6 mm thick ply on both side of approved make
and finised with | mm thick lamnate ofapproved shade and
colour. 12 mm make clear toughen glass shall be provided as
advised engineer in-charge .
1358.28 |[sqft 500.00 679140.00
2 Miscelenius item like basin fitting , window film fitting 1.00 job 20000 20000.00

etc.

699140.00
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supply and making of Aluminium partition and intorior painting work at

ESQ dormitory

SOR

tem No. Description of item Qnty

Unit

Rate (Rs)

Amount (Rs)

Providing and fixing aluminium work for doors,
windows, ventilators and partitions with extruded
built up tubular i straight,
mitred and jointed mechanically wherever
required including cleat angle, Aluminium snap
beading for glazing / paneling, C.P. brass /
stainless steel screws, all complete as per
architectural drawings and the directions of
Engineer-in-charge. (Glazing, paneling and dash
fasteners to be paid for separately) :

21.1.1.1 62.40

495.05

30891.12

For shutters of doors, windows & ventilators
including providing and fixing hinges/ pivots and
making provision for fixing of fittings wherever
required including the cost of EPDM rubber /
neoprene gasket required (Fittings shall be paid
for separately)

21.1.2 10.44

598.6

6249.38

pre - laminated particle board with

2131 decorative lamination on both sides

sqm

1176.8

21182.40

Steel reinforcement for R.C.C. work including

straightening, cutting, 30,53

5.22.6

107.85

3325.02

1:1.5:3 (1 Cement: 1.5 coarse sand (zone-lll)
including manufactured sand derived from

4.10 |Recycled Concrete Aggregate (RCA) upto 25% : 0.48
3 graded stone aggregate 20 mm nominal size
Recycled Concrete Aggregate (RCA) upto 25%

cum

8127

3900.96

Providing and laying Polished Granite stone
flooring in required design and patterns, in linear
as well as curvilinear portions of the building all
complete as per the architectural drawings with
18 mm thick stone slab over 20 mm (average)
thick base of cement mortar 1:4 (1 cement : 4
11.56 coarse sand) laid and jointed with cement slurry

3 and pointing with white cement slurry admixed
with pigment of matching shade including
rubbing, curing and polishing etc. all complete as
specified and as directed by the Engineer-in-
Charge. 11.56.1 Polished Granite stone slab
colour of Black, Cherry/Ruby Red or equivalent
sqm 3908.80

2.40

44813

10755.12
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|Providing and applying white cement based putty

of ge thi 1 mm, of app brand
and manufacturer, over the plastered wall
surface to prepare the surface even and smooth
complete. sqm 123.85

54.00

sqm

156.05

8426.70

13.85 61.4

Applying priming coats with primer of approved
brand and manufacture, having low VOC
(Volatile Organic Compound ) content. 13.85.1
With ready mixed pink or grey primer on wood
work (hard and soft wood) having VOC content
less than 50 grams/ litre sqm

9.00

sqm

73.95

665.55

13.83

Wall painting with premium acrylic emulsion
paint of interior grade, having VOC (Volatile
Organic Compound ) content less than 50
grams!/ litre of app! brand and sfacture

including applying additional coats wherever
required to achieve even shade and colour.
13.83.1 One coat sqm 80.25 13.83.2 Two coats
sqm 121.55

54.00

sqm

1428

7711.20

extra

Extra miscelenious work

1.00

job

5000

5000.00

Total

98107.45







